Inductive Sensor

GS-1070ACNO
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Gordy's Sensors
5772 Smaller Rd
Johnstown, OH 43031
PH: 740.967.2283
www.gordyssensors.com

Normally open (NO)

70.00 mm

Non flush

Connector, 7/8"-16 UN-2A

General attributes

Approvals / Conformity

Basic standard

Enclosure Type per IEC 60529
Function indicator

Polarity reversal protected
Power indicator

Short circuit protected

Electrical attributes
Connection type

Eff. operating current le

Eff. operating voltage Ue AC
Electrical version

Minimum operating current Im
Operating voltage UB max. AC
Operating voltage UB min. AC
Rated frequency, AC

Rated insulation voltage Ui
Rated short circuit current
Short-time load cap./time Ik/T
Switching function

718"-16 UN-2A
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Voltage drop static max. 100V
CE
IEC 60947-5-2 Mechanical attributes
P67 Ambient temperature Ta max. 158 °F
Yes Ambient temperature Ta min. -20 °F
Yes Assured operating distance Sa 56.00 mm
No Connector type 7/8"-16 UN-2A
Yes Depth 43.0 mm
Height (small side) 110.0 mm
Housing material Makrolon Polyester
Connector Mech. installation condition Non flush
400 mA Rated operating distance Sn 70.00 mm
1100V Sensing face material Makrolon Polyester
AC, alternating current Surface protection Makrolon Polyester
5mA Width (long side) 110.0 mm
260.0V Working range Sa max. 105.00 mm
200V Working range Sa min. 35.00 mm
45-65 Hz
260 VAC Additional text
100 A Optional: 6 ft cable, BH3 style, GSCC A313-000-10-071-VX43W6-020
1.0 A/100 ms

Normally open (NO)
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